STANDARDIZED SPECIFICATIONS – 2007 BID CYCLE
The following 11 specifications are applicable if they are listed as a “Factory Installed Item” (included in the “Base Price”) or “Option Equipment” (Add or Deduct Pricing). Unless stated otherwise in an individual vehicle’s specification and subsequently on that vehicle’s contract sheet (after award), the following standardized specifications apply:  

1. TOW PACKAGE  **FACTORY INSTALLED**:  Factory installed hitch plus all necessary components to match or exceed the maximum rated towing capacity of vehicle are to be included.  Wiring will include everything necessary to hook-up both 4 way and 7way wiring harnesses.  Contractor to provide (at no additional charge) the drawbar, pin, clip, ball, and shank configuration specified by the owner when each order is placed (example:  Drawbar w/2” drop, pin, clip, and 2” ball w/ 1” solid shank).

2. WINCH:  Electric, Front Mount, 9,000 lb. with Roller Fair Lead (5742) and 125' cable, Grill Guard and Mounting Bracket, Warn model XD9000i  (May be installed by Dealer or approved Upfitter)
3. RADIO NOISE SUPPRESSION:  The vehicle is to be used  as a governmental fleet vehicle and will have an approximate 150-watt mobile (two-way) radio installed, operating on frequencies designated by the FCC for use in the Public Safety Radio Service (47 CFR 90).  The vehicle shall be fully compatible with the above radio installation, and vehicle components and equipment shall not interfere with operation (transmitting or receiving) of the mobile radio.

4. AUXILIARY POWER CONNECTION:  A factory installed two wire power connection shall be provided in the engine compartment.  If the specified connection is NOT offered by the manufacturer, said connection may be installed by an upfitter.  Documentation of non-availability from the manufacturer is to be obtained from the manufacturer and included in the bid submittal.
The circuit shall be a minimum 5 amp fused with a minimum 16 gauge automotive grade cable.  The circuit shall operate with the ignition switch in the “Accessory” or “On” position and shall include one blue wire for ignition and one red wire for accessory.  The power connection will allow installation of additional high amperage accessories.
5. STEP BAR – ENTRY / EGRESS: On level ground, where the vertical clearance from the ground to door threshold (place where the driver and passenger(s) place their foot when entering the cab) exceeds nineteen inches, a 3 inch diameter step bar shall be installed on both sides of the vehicle so the ground clearance to the bar does not exceed nineteen inches.  For vehicles with extended, quad, or crew cabs, an extended or double step bar shall be installed that services entry to and egress from all doors.  In all cases, overall manufacturer desired vehicle ground clearance must be maintained.  The bar shall be the type customarily manufactured and marked for this purpose.  It may be factory, dealer, or approved up-fitter installed.  The step bar shall be a BULLY single, extended, or double step bar, or equal.  
Step Bar Color: Black Powder Coated  
  OEM molded plastic running boards are acceptable (black).

6. 4 x 4 WHEEL DRIVE PACKAGE:  The following items are included :

A. Transfer Case Manual or Auto Hubs (depending on make and model vehicle)

B. Factory Skid Plates (minimum set includes transfer case and fuel cell protection)

C. Locking or Limited Slip Differential  or   Electronic Traction Control

D. Suspension – all changes recommended by the manufacturer for 4 x 4 operation

E. All Terrain Tires

7. DAYTIME RUNNING LIGHTS:  If standard equipment, daytime running lights are to be

made inoperable prior to delivery on vehicles purchased by law enforcement entities.

8. MIRRORS – EXTENDED, BREAKAWAY:  The primary mirror will be a minimum of 

6” x 14”.  The convex mirror will be a minimum of 5”.  The purpose of the mirror is to improve the driver’s view to the rear when towing and backing.

9. TIRES:  Tires will be mounted with black walls turned to the outside.  All tire walls with contrasting colors such a white walls, red walls, raised white letters, etc. will be turned to the inside.  The buying governmental entity may reject delivery if black walls are not turned to the outside.

10. THREE (3) KEYS:  Three (3) complete sets of keys are to be provided for each vehicle delivered.  The cost for same is included in the base price.  This requirement applies to all types of key systems (traditional 2 key sets, traditional 1 key, programmable 1 key, etc.).  Does not apply to keyless entry remote unless integrated into the key.

11.  FLOOR MATS:   Unless stated otherwise in the individual vehicle specifications the following applies:
A. When mats are available through the manufacturer, the mats provided will meet or exceed the manufacturer’s mat fit and quality characteristics.  This applies to both carpeted and rubber/vinyl mats.
B. Vehicles with carpeted interiors will include high grade factory carpeted floor mats or equal.
C. Vehicles that do not have carpeted interiors will include high quality, heavy duty rubber/vinyl floor mats. 
NOTE:  Should a vehicle with carpeted interior specify rubber or vinyl floor mats, the mats will be high quality, heavy duty rubber/vinyl mats.   Item A (above) applies.

